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Home 
Satellite 
TV 


System 





Enjoy More Than 100 
Channels of the Finest 
TV Entertainment 





Adjustable Base and 
Heavy-Duty Mast 


Mast positioning is crit- 
ical for best satellite 
reception—and Radio 
Shack makes it easy! 
There’s a built-in bub- 
ble level for mast align- 
ment and the tripod 
base permits precise 
adjustments, even af- 
ter your foundation 
concrete has set. 


Horizon-to-Horizon 
Motorized Drive 


Our preassembled 
worm-gear drive sys- 
tem gives you full 180° 
coverage. Compared 
to push-pull type arms, 
it’s much more accu- 
rate and reliable. The 
dish hub is rotatable so 
you can do all assem- 
bly work safely at 
ground level. 


Direct-Buriable 
125-Foot Cable 


It’s UL approved, and 
no conduit is required. 
The cable has pre- 
wired connectors for 
mistake-proof hookup. 
Two fully shielded sig- 
nal lines are included 
so you’ll be ready for 
future upgrades. An 
optional 225-foot ex- 
tension kit is available. 








The complete, feature-packed system that 
you can install with ordinary hand tools 


81/2-Ft. Wire-Mesh 
Dish Antenna 


Fully compatible with 
2° satellite spacing. 
Many of the major 
components are preas- 
sembled to reduce in- 
stallation time. The 
strong, yet lightweight 
wire-mesh design re- 
duces wind loading. 
The feedhorn’s protec- 
tive weatherized hous- 
ing adds to the modern 
appearance. 


Advanced 80° LNB 
and Feedhorn 


The Low-Noise Block 
downconverter is rated 
at 80° K to provide 
sharp pictures. Block 
downconversion allows 
you to add more re- 
ceivers later for inde- 
pendent channel 
selection at different lo- 
cations. The efficient 
feedhorn delivers 0.5 
dB more gain than 
conventional rectangu- 
lar types. 


DISH SPECIFICATIONS 


LNB Gain: 50 dB Dish Efficiency: 69% 
Dish Gain: 39 dBI Dish Gain Over 
Dish F to D: .38 Temperature: 17 dB/°K 


East and West Mechanical Limit Switches. Ku 
Band Reception Compatible. 2° Satellite 
Spacing Compatible. Power Requirements 
(supplied by Realistic SR 2010 receiver). 
Downconverter 17 VDC, 0.5 amp. Polarotor 5.7 
VDC, 1 amp. (Polorotor®-I compatible). Drive 
Motor: 27 VRMS, 3.2 amps 





The Realistic’ remote-control satellite TV receiver: No extras to buy! 


Radio Shack’s new Realistic SR 2010 is the heart of a 
first-class home satellite TV system. The receiver, dish 
positioner and stereo sound decoder are contained in 
one cabinet. A 32-key wireless remote control gives you 
convenient pushbutton operation. You can select satel- 
lites and channels, adjust or mute the sound, and switch 
to VCR or broadcast TV without leaving your chair. The 
remote also provides an easy-to-use parental “lock” fea- 
ture as well as switching for an optional descrambler. 


Decoders for all three satellite stereo sound formats— 
matrix, multiplex and discrete—are built into the re- 
ceiver. The SR 2010 is factory-programmed with the 
correct audio frequencies, stereo modes and polarities of 
the existing satellite channels. And, as new satellites and 
channels become available, it’s easy to add them to the 
memory. Backed by the world’s largest electronics re- 
tailer, the Realistic SR 2010 sets new standards in perfor- 
mance, appearance and value. 


RECEIVER SPECIFICATIONS 


Size: 4 x 1615/16 x 12” IF Input: 430-930 MHz, 75 ohms. IF 
Bandwidth: 25 MHz. Threshold: Less than 8 dB. Video 
Output: 1 V p-p, 75 ohms. Audio Output: (line level) right 


channel, left channel, monaural x 2. RF Output: Channel 2 
or 3. AGC Range: 50 dB. Tuning System: Microprocessor 
controlled voltage synthesis. T.l. Filters: Switchable high 


and low types. UL Approved. 








CHANNEL SEEK. Lets 
you “scan” through 
channels to find active 
video services or locate 
new satellites. 


SATELLITE ENTER. 
Stores positions of satel- 
lites, audio frequencies 
and formats, polarity and 
video fine-tuning. 


REALISTIN 
ware o 


Wireless remote dupli- 
cates all receiver func- 
tion controls and also 
provides switching to 
VCR or antenna, plus 
switching for an op- 
tional descrambler, and 
parental lock. 


FORMAT. Allows man- 
ual selection of horizon- 
tal or vertical polarity 
and provides fine-tuning 
for best possible recep- 
tion on each channel. 





TELLITE ENTER 


FORMAT 


AUDIO ENTER AND 
REVIEW. Displays audio 
frequency being re- 
ceived. Makes it easy to 
receive non-standard 
stereo sound frequen- 
cies and FM services. 


DISH ADJUST. Provides DIGITAL DISPLAY. The 
manual east and west backlighted meter simpli- 
positioning of the dish fies tuning. Display indi- 
antenna. cates satellite, channel, 
audio format and type of 


stereo sound. 


DISHADUUST 


SATELLITE SELECT. 
Press until desired satel- 
lite “name/number” 
code appears on the dis- 
play. Example: W5 is the 
Westar 5 satellite. 


CHANNEL SELECT. 
Provides up/down tuning 
of satellite channels— 
similar to electronic tun- 
ers on many TV sets. 


SATALUTE SELECT CHANNE(SELECT 


NUMBER 


DISH HUN 


POLARITY ADJUST 


VERTICAL 


BANDWIDTH SELEC- 
TION AND DNR‘. Dy- 
namic Noise Reduction 
helps cut audio interfer- 
ence. Bandwidth selec- 
tor assures cleaner 
reception of FM radio 
services. 


SEEK AUDIO TUNE 


FLIP-DOWN WINDOW. 
Covers the controls that 
are normally used only 
during initial set-up and 
programming. 


ALIDIO. FORMAT aufo PRESET 





DISH RUN. Commands 
the dish to move to the 
selected satellite. 
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FINE-TUNING. Automat- 
ically fine-tunes the se- 
lected channel for best 
possible reception. 


